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 HALF ROUND PIPE 
(CSP,CSP,CAP)

 PART CIRCLE 
CORRUGATED SHEET

 FLUME

 FLUME STARTER SECTION

 TAPERED FLUME INLET

 ENTRANCE TAPER

 McCARTHY 
TYPE INLET WITH 
STARTER SECTION 
FOR FLUME

 DROP INLETS, 
MANHOLE & RISERS

 NESTABLE PIPE (Flange Type)

 ANTI-SEEP COLLAR   ANCHOR ASSEMBLIES11

 DEBRIS RACKS12

Santa Maria Santa Ana
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CORRUGATE PIPE FITTINGS

Santa Maria Santa Ana



30

Santa Maria Santa Ana

CORRUGATE CULVERT PIPE

16 Gauge Cellars Rings

Size Length Pounds

    per Ft 

 

 60”  48” 55 
 60” 60” 55 
 60” 72” 55  
 72” 48” 66  
 72” 60” 66  
 72” 72” 66   
 96” 48” 87  
 96” 60” 87  
 96” 72” 87  
 96” 84” 87  

 Gauge 16ga 14ga 12ga 10ga

 Size Length  Pounds per foot  

 
 6” 20ft 4.5 Na Na Na

 8” “ 7 “ “ “

 10” “ 8 “ “ “

 12” “ 10 12 “ “

 15” “ 12 15 “ “

 18” “ 15 18 “ “

 24” “ 19 24 33 “

 30” “ 24 30 41 “

 36” “ 29 36 49 62

 48” “ 38 48 65 82

 60” “ 55 67 92 118

 72” “ 66 81 110 140

 96” “ 87 107 147 188

ONE PIECE BAND

12” through 42”

TWO PIECE BAND
All due formed integral 

bands, other band 

couplers 48 inches and 

larger
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Santa Maria Santa Ana
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Santa Maria Santa Ana



27

Santa Maria Santa Ana

.719
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Santa Maria Santa Ana

• GRADES: A53A, A53B, A500 & A106
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Santa Maria Santa Ana


